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EMC

ZUB.U-11 ZUB.D-11

U D

0.5mA

Faston®#250

RoHS

ECR

• Tighten the panel mounting M3 dia. bolt with the torque under   5.88X10–1N • m.

mm

EN60320 Faston®#250 0.8mm

RoHS

UL1283 CSA C22.2 No.8 EN60939
ZUB2203U-11 E62388 LR76849C P08209030
ZUB2206U-11 E62388 LR76849C P08209030
ZUB2203D-11 E62388 LR76849C P08209030
ZUB2206D-11 E62388 LR76849C P08209030

UL CSA NEMKO

G D A

øH
C B

EF

27
.8

36

30.8

ø3.6
R2

30
.2

36

33

ø3.6 or M3 tap
R1.5

From back side panel From front panel

A B C D E F G øH
ZUB-U-11 44 59 37 36 41 6 27 3.5
ZUB-D-11 44 68 37 36 41 15 27 3.5

RoHS EU Directive 2002/95/EC PBB PBDE

Faston® Tyco Electronics AMP Incorporated
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ZUB2203U-11/D-11

ZUB2206U-11/D-11

ZUB2210U-11/D-11

ZUB2203U-11 ZUB2206U-11 ZUB2210U-11

Eac(V) 250 250 250

(A) 3 6 10

Eac(V)[ ] 1500 1500 1500

(MΩ)
DC.500V ]

100min. 100min. 100min.

(mA) 250V 60Hz 0.5max. 0.5max. 0.5max.

(mΩ) 150max. 100max. 100max.

(°C)[ ] –25 to +85 –25 to +85 –25 to +85

(°C) 55 55 55

(°C) 30max. 30max. 30max.

(MHz) +5 to +35°C
2 to 30[20dB] 1 to 20[20dB] 2 to 20[20dB]
1 to 30[30dB] 2 to 30[30dB] 2 to 30[20dB]

(g) 55 55 55

ZUB2203D-11 ZUB2206D-11 ZUB2210D-11

Eac(V) 250 250 250

(A) 3 6 10

Eac(V)[ ] 1500 1500 1500

(MΩ)
DC.500V ]

100min. 100min. 100min.

(mA) 250V 60Hz 0.5max. 0.5max. 0.5max.

(mΩ) 150max. 100max. 100max.

(°C)[ ] –25 to +85 –25 to +85 –25 to +85

(°C) 55 55 55

(°C) 30max. 30max. 30max.

(MHz) +5 to +35°C
2 to 30[20dB] 1 to 20[20dB] 2 to 20[20dB]
1 to 30[30dB] 2 to 30[30dB] 2 to 30[20dB]

(g) 60 60 60
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Case GNDR: Bleeder resistor

• The U type lacks a fuse within the circuit region indicated
by the dashed line.


