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RR
 10A  1  2 3

•
•
• DIN

RR3P  RR3PA 3PDT 398

UL CSA TÜV UL
CSA

SPDT DPDT 3PDT ( )

– RR2P-U RR3P-U RR3PA-U

AC6 AC12 AC24
AC50 AC100 AC110
AC115 AC120 AC200
AC220 AC230 AC240
DC6 DC12 DC24
DC48 DC110

– RR2P-UL RR3P-UL RR3PA-UL

– RR2P-UC RR3P-UC RR3PA-UC

– RR2P-ULC RR3P-ULC RR3PA-ULC

RR1BA-U RR2BA-U RR3B-U –

RR1BA-UL RR2BA-UL RR3B-UL –

RR1BA-UC RR2BA-UC RR3B-UC –

RR1BA-ULC RR2BA-ULC RR3B-ULC –

RR1BA-US RR2BA-US RR3B-US –

 (V)
(mA) 15% 20°C  ( )

10% 20°C
(  20°C )

50Hz 60Hz

A
C

 (5
0/

60
H

z)

6 490 420 4.9

110% 80% 30%

12 245 210 18

24 121 105 79

50 58 50 350

100 29 25 1,370

110 27 23 1,680

115 25 21.5 1,800

120 24 20.5 2,100

200 14.5 12.5 5,740

220 13.3 11.5 7,360

230 12.7 11 7,830

240 12.1 10.5 8,330

D
C

6 240 25

110% 80% 15%

12 120 100

24 60 400

48 30 1,600

110 13 8,460

( ) RR3P-U AC110

TYPE RR RELAYS



RR

39706/06/30

 cos ø = 0.3, L/R = 7 ms

• UL

• CSA

• TÜV

AC: cos ø = 1.0, DC: L/R = 0 ms

1: 5V DC, 1A
2: 20°C ,
3:

10A 1650VA AC
300W DC

1100VA AC
150W DC

110V AC 10A 7.5A

220V AC 7.5A 5A

30V DC 10A 5A

240V AC 10A 7A 1/3 HP

120V AC 10A 7.5A 1/4 HP

30V DC 10A 7A —

240V AC 10A 7A

120V AC 10A 7.5A

100V DC — 0.5A

30V DC 10A 7.5A

240V AC 10A

30V DC 10A

1 30 m

1V-10mA ( )

2 25 ms

2 25 ms

( ) AC 3 VA (50 Hz), 2.5 VA (60 Hz)
DC 1.5W

100 M  (500V DC )

1,500V AC 1 
1,500V AC 1 
1,500V AC 1 
1,000V AC 1 

2,000V AC 1 
2,000V AC 1 

: 1,000V AC 1 
2,000V AC 1 

:1,800 /
:18,000 /

: 10  55 Hz  0.5 mm
: 10  55 Hz  0.5 mm

:1,000 m/s2

:100 m/s2

200,000  (220V AC, 5A)

10,000,000

3 25 40°C ( )

5 85% RH ( )

( )( ) RR2P: 90g;RR3P/RR3PA: 96g;RR1BA/RR2BA/RR3B: 82g


