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RR2KP
DPDT 10A
RR2KP

•

•

•  UL CSA

RR2KP-U AC6  AC12  AC24  AC50  AC100
AC110  AC115  AC120  AC200
AC220  AC230  AC240
DC6  DC12  DC24  DC48  DC110RR2KP-UC

 (V)
(mA)

15% 20°C  ( )
10% 20°C

( 20°C )

50Hz 60Hz

A
C

 (5
0/

60
H

z)

6 467 429 3.5

110% 80%

12 200 184 23.8

24 100 92 95

50 48 44 400

100 24 22 1,600

110 23 21 1,900

115 23 21 2,200

120 24 22 2,200

200 12 11 6,400

220 10.9 10 7,740

230 11.1 10.2 9,190

240 11.5 10.6 9,190

D
C

6 240 25

110% 80%

12 120 100

24 60 400

48 30 1,600

110 13.8 7,960

( ) RR2KP-U AC110

• UL

• CSA

240V AC 10A 7A 1/3 HP

120V AC 10A 7.5A 1/4 HP

30V DC 10A 7A —

240V AC 10A 7A 1/3 HP

120V AC 10A 7.5A 1/4 HP

100V DC — 0.5A —

30V DC 10A 7.5A —

 cos ø = 0.3, L/R = 7 ms

250V AC
125V DC 10A 1650 VA AC

300W DC
1100 VA AC
225W DC

110V AC 10A 7.5A

220V AC 7.5A 5A

30V DC 10A 7.5A

100V DC 0.5A 0.3A

TYPE RR2KP RELAYS



RR2KP

416 06/06/30

•

(mm)

•

30 m ( )
25 ms  ( )

( ) AC 2.4 VA (50 Hz), 2.2 VA (60 Hz)
DC 1.5W
100 M  (500V DC )

1,500V AC 1 
1,500V AC 1 
1,500V AC 1 
1,000V AC 1 

1,800 /
18,000 /

 85°C  65°C 
0  60 m/s2 (  55 Hz),

 5  55 Hz 0.5 mm
100 m/s2

500,000  (110V AC, 10A)
5,000,000

5 40°C ( )
45 85% RH ( )

( ) 170g

AC DC

DIN
SR3P-05A
SR3P-05C
SR3P-06A

SR3P-06F3

SR3P-511
SR3P-511F3

SR3P-70


