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CM1-VA 4

CM1-VA 20.0mm LED

 2 1  1
RS485(Modbus RTU mode) (

)

/ 0~50.00mV/~600.0V /  0~1.999mA/~10A 
2 1  1 RS485(Modbus RTU mode)

( 72mm

 / -  /  / …
...

CM1 VA

CODE CODE CODE CODE

D D N None A AC 115/230V 
A A R2 2 Relay A2 AC 230V 
 V1 0 ~ 199.9 mV  A2 0 ~ 1.999 mA 
 V2 0 ~ 1.999 V  A3 0 ~ 19.99 mA 

I A/O: (0)4~20mA 
0~10mA

 V3 0 ~ 19.99 V  A4 0 ~ 199.9 mA 
 V4 0 ~ 199.9 V  A5 0 ~ 1.999 A 

V A/O: 0~10V 
    (0)1~5V

 V5 0 ~ 300.0 V  A6 0 ~ 1.000 A 8 RS485(Modbus RTU)
 V6 0 ~ 600.0 V  A7 0 ~ 5.000 A 
 VA 0~50 mV  A8 0 ~ 10.00 A 
 VB 0~60 mV  AO

RS485

 VC 0~100 mV 
 VO 

   

: avg :  1~99 
   : Mavg : 1~99 times 

DC / AC DC / AC : Dfilt : 1~99 times 
0~50/~100 mV 5M ohm 0~1.999 mA 100 ohm
0~199.9 mV 5M ohm 0~19.99 mA 10 ohm ( )
0~1.999 V 1M ohm 0~199.9 mA 1 ohm : 2
0~19.99 V 1M ohm 0~1.999 A 0.05 ohm  2  FORM-C, 5A/230Vac, 10A/115V 
0~199.9 V 1M ohm 0~5.000 A 0.02 ohm : Hi / Lo / Hi.HLd / Lo.HLd
0~300.0 V 2M ohm 0~10.00 A 0.01 ohm : &
0~600.0 V 2M ohm 

[ rYsb] : 0~9999counts 
: [ rYsd] : 0:00.0~9( ):59.9( )

A/D : 12 bits A/D [ rYrd] : 0.00.0~9( ):59.9( )
: : ± 0.1% of FS  1C [ rYfd] : 0.00.0~9( ):59.9( )

: ± 0.2% of FS  1C [ rYhy] : 0~5000 counts 
: 15 /
:  100 .( avg = “1”) ( )

:  0.2% of F.S.; 12 bits DA converter  
   : 0.1% of F.S. 

: 4 , 0.8”(20.0mm) LED : 100 msec. (10~90% )
: -1999~+9999  : AC 2.0 KV between input and output 

: lOsc:  -1999~+9999 : ( )
hIsc:  -1999~+9999 : 0~5V / 0~10V / 1~5V 

: 0 / )0 / )00 / )000 : 0~10mA / 0~20mA / 4~20mA
: ovfl:  110% : : 0~10V:  1000 ;
: -ovfl:  -0% : 4(0)~20mA:  600  max

/ : : [ aOls]
: lOcut:  -1999~9999 -1999~9999

[ aOhs]
-1999~9999

: [aOzro] -1999~9999
[aOspn]  -1999~9999
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 RS 485 ( )
: Modbus RTU 

: 1200/2400/4800/9600/19200/38400 .
: 8

:  or none (with 1 or 2 stop bit) 
: 1 ~ 255 
: 1200M max 
: 150 .

: AC115/230V,50/60Hz;  
: 3.0VA 

1.0~8.0mm 

:
63 mm(L) / W M3:

92+0.2(W) x 44+0.2(H) mm

Kg/cn

: EEPROM 

: AC 2.0 KV 1 ,  /  /  / 
: 100M ohm at 500Vdc,  / /

:  /  / 
EMC: EN 55011:2002; EN 61326:2003 

(LVD): EN 61010-1:2001 

.: 0~60 ˚C

.(%RH): 20~95 %RH, 
:  100 PPM/˚C
: -10~70 ˚C    

:
20A/300Vac, M3.5, 1.3~3.5mm2 (22~12AWG)

7 85 64321

AC230V 
AC115V 

15 1613 141211109

: : IEC 549 (IP54); : IP20 
: 1~800Hz, 3.175g2/Hz (Fuse) (Breaker)

: 96mm( ) x 48mm( ) x 72mm( )
: 92mm( ) x 44mm( )
: ABS  (UL 94V-0) 
:
: Plastic NYLON 66 (UL 94V-0);  

20A/300Vac, M3.5, 1.3mm2~3.5mm2 (22~12AWG)
: 310g 

AC115/230V L

N

G

L

N

G

1A
4 5 7 86

~A

R L 1
COM

RL2

RS485

CM1-VA

31 2 :
600V or 10A 

:
(PT)
(CT)

Current Shunt

CT

( RS485 )

   

b c a

RELAY 1

b c a

RELAY 2

15 16 13 141211109

ENT/FUNC Sht-KEY Up-KEY Down-KEY 

LED

   

          RS485 

1211109

: 1200M
( ):

120~300ohm/0.25W 
(typical: 150ohm) 

A B

9 12 11 10

96.0

48.0

92.0+0.2

44.0+0.2

 Unit: mm

8.0 12.0
60.0

: 96mm x 48mm x 72mm
: 92mm x 44mm  
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