
CSS-4/5

       
: mA, , ,Pt100

, ,

,
 ( Hi / Low / Go ) 

CE

   

: : IP54 
: 93mm x 45mm 

: ABS
999.9 / 999.99 A 1K ohm :  500g 
9.999 / 9.9999 mA 100 ohm 
99.99 / 99.999 mA 10 ohm 
1.000 / 1.0000 A 1 ohm : Code: /
5.000 / 5.0000 A 0.02 ohm : HS ( ): -9999 ~ 9999 / 0 ~ 99999 
10.00 / 10.000 A 0.01 ohm LS ( ): -9999 ~ 9999 / 0 ~ 99999 
99.99 / 99.999 mV 5M ohm Mavg ( ): 1 ~ 9 
999.9 / 999.99 mV 1M ohm Avg ( ): 1 ~ 99
9.999 / 9.9999 V 1M ohm : AHL:
99.99 / 99.999 V 1M ohm Sb ( ): -9999 ~ 9999 / 0 ~ 99999 
150.0 / 150.00 V 1M ohm Sdt ( ): 0 ~ 99 
300.0 / 300.00 V 1M ohm Hy ( ): 0 ~ 9999 / 0 ~ 99999 
600.0 / 600.00 V 1M ohm 

10V / 100V / 200V 
300 V / 600V   

Rd ( ): 0 ~ 99
99.99 / 99.999 Hz 1M ohm 
999.9 / 999.99 Hz 1M ohm 
50.00 ~ 9.999K ohm  1M ohm 
9.999 ~ 50.00K ohm 1M ohm 
0 ~ 20.00K ohm 1M ohm 
-100.0~800.0 ºC 
P1: -50~200.0 ºC Pt100
P2: 0~400.0 ºC 

1M ohm P1 P2

:
 4  4 1/2  5 InHi ( ):

-9999~+9999 0~+19999 0~+99999 InLo ( ):
-1999~+9999 -19999~+19999 -19999~+99999 : By EEPROM 

( ) 0.1% 1 C 0.04% 1 C 
( ) 0.04% 1 C 0.02% 1 C 

: 0.1
: : 0.56"  LED

(Hi), (Lo) : LED
Go : LED

: “ OFL “  
: “ -OFL “  

: SET ,UP ,FUN/ENT
:

: Hi / Low / Go relays SPDT; 3A/115V, 2A/230V 
:

: DC 10V/35mA, 24V/25mA 

ENT

LO HI 

HI 
GO
LO 
TZ

: AC 115/230V 15%, 50/60 Hz 
: DC 12V, 24V, 48V 

: 0~55 ºC 
20~90 %RH,

: 100 PPM/ºC (0 ~ 50ºC) 
50 PPM/ºC (23 3ºC)

: -10~70 ºC 
: 4.5VA
: AC 2.0KV for 1 min 

/ / /
: 20M ohm 

RFI/EMI: EN50081-1, EN50082-2 
: EN60950, EN61010 

96.0

48.0 

93.0+0.8

45.0+0.8

7.0
12.0

139.0

 Unit: mm 

C-01



CSS-4/5 — 

:
93+0.8(W) x 45+0.8(H) mm 1.0~8.0 mm

:
120 mm(L) / W M4 

CN1 CN2 

1 2 1 2 3 4 5 6 7 8 
10 V           

100 V           
200 V           
300 V           
600 V           

          

           

SW1 JP1 JP2 

1 2 3 4 
0 ~ 20 mA on 

1 2 3 1 2 3 

4 ~ 20 mA on on DC 10 V       
0 ~ 5 V on DC 24 V       
1 ~ 5 V on on
0 ~ 10 V on
2 ~ 10 V on on

       

ON
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GO
c a

TRACKING ZERO

1 2 3 4 5 6 7 8

9 10 11 12 13 14 15 16

RELAY 1
b c a

RELAY 2
b c a

DC Supply

AUX. POWER
AC 230V
AC 115VEXCIT.

SUPPLY

VDC

SIGNAL INPUT

IN GND
A / V / Hz /

Pt100 b AB

Potentiometer 

FG

CSS- — — — Tare — —

CODE    CODE CODE CODE T. ZERO  CODE CODE
40 4  L Low P  N  N  A AC 115/230 V  
41 4 1/2  H Hi D  T   E1 DC 10 V  D12 DC 12 V  
50 5  LL Low / LL   O  E2 DC 12 V  D24 DC 24 V  

 HH Hi / HH   M  E3 DC 24 V  D48 DC 48 V  
 HL Hi / Low  EO  O 

CODE  N None    
D    
A        

TR

* Tare ,
Go

         
F          
T    
P         
R         

           
                
                
                
CODE CODE CODE CODE CODE CODE CODE

A1 0 ~ 100 A V1 0 ~ 50 mV  S1 1.0 mV/V H1 0 ~ 10 Hz OC P1 50 ~ 10K ohm  A -50 ~ +50 ºC  
A2 0 ~ 1 mA V2 0 ~ 60 mV  S2 1.25 mV/V H2 0 ~ 20 Hz MC P2 10K ~ 100K ohm  B -100 ~ +100 ºC  
A3 0 ~ 10 mA V3 0 ~ 100 mV  S3 1.5 mV/V H3 0 ~ 50 Hz V PO C 0 ~ 100 ºC  
A4 0 ~ 100 mA V4 0 ~ 1 V  S4 2.0 mV/V H4 0 ~ 100 Hz  05 5 Vp-p  D 0 ~ 200 ºC  
A5 0 ~ 1 A V5 0 ~ 5 V  S5 3.0 mV/V H5 0 ~ 200 Hz  12 12 Vp-p  E 0 ~ 400 ºC  
A6 0 ~ 5 A V6 0 ~ 10 V  S6 4.0 mV/V H6 0 ~ 500 Hz  24 24 Vp-p  CODE F 0 ~ 600 ºC  
A7 0 ~ 10 A V7 0 ~ 100 V  S7 5.0 mV/V H7 0 ~ 1K Hz  13 100 ~ 300 Vac  R1 0 ~ 100 ohm  G 0 ~ 800 ºC  
A8 0 ~ 20 mA V8 0 ~ 150 V  S8 10.0 mV/V H8 0 ~ 2K Hz  36 300 ~ 600 Vac  R2 0 ~ 1K ohm   
A9 4 ~ 20 mA V9 0 ~ 300 V  S9 20.0 mV/V H9 0 ~ 5K Hz  VO R3 0 ~ 10K ohm  

VA 0 ~ 600 V  HA 0 ~ 10K Hz RO
VB 0 ~ 1000 V  HB 0 ~ 30K Hz         
VC 1 ~ 5 V  HO         
VD -10 ~ 0 ~ 10 V        

P1

4
:

-50 ~ 0 ºC, 
-50 ~ +50 ºC, 
-50 ~ +100 ºC, 
-50 ~ +200 ºC 

AP

6
:

4~20mA,  
0~20mA 
1~5V, 0~ 5V 
0~10V, 2~10V 

SP

4
:

1.0mV/V,  
1.5mV/V, 
2.0mV/V,  
3.0mV/V         

AO SO         
         

        

VP

5
:

10V, 100V, 200V, 
300V, 600V

VO        

P2

4
:

0 ~ 50 ºC, 
0 ~ 100 ºC, 
0 ~ 200 ºC,  
0 ~ 400 ºC 

          

C-02

Pt100


